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$33/,&$7,21

These series manually operated safety solenoid valves are
used in gas leak detection systems.

63(&,),&$7,216

0RGHOV

VG415AA (DN15)

VG420AA (DN20)

VG425AA (DN25)

3LSH�VL]HV
Inlet and outlet 1/2” up to and including 1” internal parallel pipe
thread according to ISO 7-1

7RUVLRQ�DQG�EHQGLQJ�VWUHVV
Pipe connections meet Group 2 according to EN161
requirements.

$PELHQW�WHPSHUDWXUH�UDQJH
-15 .... +60°C

6XSSO\�YROWDJH
220 ... 240 VAC, 50/60 Hz
12 VAC, 50/60 Hz
24 VAC, 50/60 Hz
12 VDC
24 VDC
The applicable AC voltage is led to the solenoid coil via a
rectified circuit.

3RZHU�FRQVXPSWLRQ
2.4 W

(OHFWULFDO�FRQQHFWLRQV
Three pin plug electrical connector according to ISO4400
(“DIN plug”)
For all VG models 220...240 VAC, 50/60 Hz, a DIN plug with a
filter provided with a 0.1  µF capacitor - 275 V class X2 shall
be used to meet EMC Directive

&RLO�LQVXODWLRQ�VDIHW\�VROHQRLG�YDOYHV
Insulation material according to class F.

(QFORVXUH
IP65

2SHUDWLRQDO�YROWDJH�UDQJH
The safety solenoid valve will function satisfactory between
85% and 110% of the rated voltage.

&DSDFLW\�LQ�PV
����K�DW�GS ����PEDU�IORZ�RI�DLU�����&��������PEDU�

DN15 5 m3/h
DN20 9 m3/h
DN25 13.8 m3/h

0D[LPXP�RSHUDWLQJ�SUHVVXUH
500 mbar.

2SHQLQJ�WLPH
Valves are manually opened.

&ORVLQJ�WLPH
Less than 1 second.

6WDQGDUGV�DQG�$SSURYDOV
The VG400AA Series safety solenoid valves meet the class
“A” specification according to EN161.
The VG400AA Series safety solenoid valves conform with the
following EC directives:

� Gas appliance Directive (90/396/EEC)

� Low Voltage Directive (73/23/EEC)

� Electro Magnetic Compatibility Directive (89/336/EEC)
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,167$//$7,21

:$51,1*•

• Take care that installer is
a trained experienced
service man.

• Turn off gas supply before
starting installation

• Disconnect power supply to
prevent electrical shock and/or
equipment damage

0RXQWLQJ�SRVLWLRQ
The gas valve can be mounted plus or minus 90 degrees from
the vertical.

0RXQWLQJ�ORFDWLRQ
The distance between the gas valve and the wall/ground, must
be at least 30 cm.

0DLQ�JDV�FRQQHFWLRQ

• Take care that dirt cannot enter the gas valve
during handling.

• Ensure that gas flows in the same direction as the
arrow on the housing of the gas valve

• Use a sound taper fitting with thread according to
ISO 7-1 (BS 21, DIN2999) or a piece of new,
properly reamed pipe, free from swarf.

• Do not thread or tighten the pipe fitting too far.
Otherwise valve distortion and malfunction could
result

• Apply a moderate amount of good quality thread
compound to the pipe or fitting only leaving the two
end threads bare. PTFE tape may be used as an
alternative

• In order to tighten the pipe in the valve, do not use
the actuator as a leafier but use a suitable wrench
operating on the wrench bosses.

:$51,1*•

7LJKWQHVV�WHVW�DIWHU

LQVWDOODWLRQ

• Paint all pipe connections
and gaskets with a strong
soap and water solution.

(OHFWULFDO�FRQQHFWLRQ

&$87,21•

• Switch off the power supply
before making electrical
connections.

• Take care that wiring is in
accordance with local
regulations

Use lead wire which can withstand 105°C ambient.

The electrical on/off operator is provided with a 3 pin DIN
connector for electrical connections.

Follow the instructions supplied by the appliance manufacturer.

Set appliance in operation and observe several complete cycles
to ensure that components function correctly.

,7$/,$12

$33/,&$=,21,

Questa serie di elettrovalvole normalmente chiuse possono
essere utilizzate in sistemi per la rilevazione delle fughe di gas.

0RGHOOL

VG415AA (DN15)

VG420AA (DN20)

VG425AA (DN25)

63(&,),&+(

&RQQHVVLRQL
I filetti di connessione in ingresso e in uscita sono da 1/2” a 1”
Gas cilindrica parallela, costruiti secondo ISO 7-1.

5HVLVWHQ]D�D�WRUVLRQH�H�IOHVVLRQH
Le connessioni fanno parte del Gruppo 2 secondo quanto
richiesto dalla EN 161.

7HPSHUDWXUD�G·HVHUFL]LR
-15 °C +60 °C

7HQVLRQH�G·DOLPHQWD]LRQH
220 ... 240 VAC, 50/60 Hz
12 VAC, 50/60 Hz
24 VAC, 50/60 Hz
12 VDC
24 VDC

&RQVXPR
2.4 W

&RQQHVVLRQL�HOHWWULFKH
Connettore elettrico tipo DIN conforme ad ISO4400.
Per tutte le valvole VG a 220...240 Vac, 50/60 Hz, verrà
utilizzato un connettore DIN con filtro provvisto di condensatore
da 0.1 µF - 275 V classe X2, in modo da ottemperare alla
direttiva sulla compatibilità elettromagnetica.

%RELQD�LQ�FODVVH�)
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5DQJH�GHOOD�WHQVLRQH

SHU�O·DOLPHQWD]LRQH
L’elettrovalvola ha un buon funzionamento se la tensione di
alimentazione è compresa tra 85% e 110% della tensione
nominale.

*UDGR�GL�SURWH]LRQH
IP65

&DSDFLWj�LQ�PV
��K�D�GS ����PEDU�IOXVVR�G·DULD�����&��������PEDU�

DN15 5 m3/h
DN20 9 m3/h
DN25 13.8 m3/h

3UHVVLRQH�PDVVLPD
500 mbar.

7HPSR�G·DSHUWXUD
La valvola si apre manualmente.

7HPSR�GL�FKLXVXUD
Entro un secondo.

1RUPDWLYH�H�FHUWLILFD]LRQL
La serie VG400AA di valvole di sicurezza normalmente chiuse
in classe “A” sono conformi alle seguenti direttive CE:

� Direttiva sulle apparecchiature a gas (90/396/EEC)

� Direttiva sulle basse tensioni (73/23/EEC)

� Direttiva sulla compatibilità elettromagnetica (89/336/EEC)

,167$//$=,21(

$77(1=,21(•

• L’installazione deve
essere eseguita da
personale specializzato.

• Chiudere il gas prima
dell’installazione.

• Togliere la corrente prima
dell’installazione.

3RVL]LRQH�GL�PRQWDJJLR
La valvola può essere montata in una posizione compresa tra
±90° dall’asse verticale

/RFD]LRQH�GL�PRQWDJJLR
La distanza tra la valvola e il pavimento deve essere minimo  30
cm.

0RQWDJJLR�GHOOH�YDOYROH

• Evitare che residui metallici o sporcizia penetrino
nella valvola durante il montaggio.

• Verificare che il flusso del gas corrisponda al
senso della freccia indicata sul corpo valvola.

• Tenere presente che la filettatura della valvola
corrisponde alla norma ISO 7-1 (BS 21, DIN2999).

• Verificare che la lunghezza del filetto della
tubazione non sia troppo lunga per evitare di
danneggiare il corpo valvola.

• Per la tenuta usare appropriato mastice per
tubazione ; in alternativa usare nastro in PTFE

• Non usare la bobina come leva per l’avvitamento
sulla tubazione, ma usare l’apposito utensile.

$77(1=,21(•

• Dopo aver  aperto il gas,
verificare con una soluzione
di acqua e sapone, che non
ci siano perdite tra la
tubazione e la valvola. In
caso di perdite rifare il
giunto di tenuta.

&ROOHJDPHQWR�HOHWWULFR

$77(1=,21(•

• Prima di eseguire i
collegamenti elettrici
togliere la corrente.

• Assicurarsi che
l’installazione sia eseguita
rispettando le vigenti norme
locali.

Usare conduttori elettrici adatti per una temperatura ambiente di
105°C.
L’attuatore elettrico della valvola è provvisto di un connettore a
3 poli tipo DIN per i collegamenti elettrici.
Seguire le istruzioni generali di applicazione
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